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Molecular Sieve 5A
Formula mCaO x nNa,O x ALO, x 2Si0O, x H,0

Principal application:
- drying and purification of natural and petroleum gas from hydrogen sulfide,
carbon dioxide, methanol and some mercaptans;
- isolation and purification of normal paraffin hydrocarbons from
a mixture with branched and cyclic hydrocarbons;
- etc.

Manufactured according to Technical Specifications 2163-004-05766557-97
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Bulk density, g/lcm?® 0,68 < 0,68+0,85 0,68 < 0,68+0,85 0,68 < 0,68+0,85
Granules size, mm 3,6+0,4 3,6+0,4 3,6+0,4
2,940,3 2,9+0,3 2,9+0,3
1,610,2 1,60,2 1,610,2
Mechanical crushing strength, kg/mm?,
for granules, mm 23,6+0,4 1,8 < 2,0+3,0 1,8 < 2,0+3,0 1,8< 2,0+3,0
@2,9+0,3 20< 2,0< 20<
@1,60,2 20< 2,0< 20<
Dynamic water capacity, mg/cm?
For granules, mm 3,6+0,4 115 < 115+125 120 < 120+140 122 < 122+145
@2,9+0,3 120 < 125+145 125 < 130+150 127 < 130+155
J1,6+0,2 130 < 135+160 127 < 140+165 137 < 137+170
Dynamic n-Heptanie capacity, mg/cm?
For granules, mm 23,6+0,4 50 < 50+60 50 < 50+60 50 < 50+60
@2,940,3 60 < 60+70 60 < 60+70 60 < 60+70
@1,640,2 65 < 65+75 65 < 65+75 65 < 65+75
Mass fraction of water resistance, %, . . .
notless than 99,0 < 99,0+99,9 99,0 < 99,0+99,9 99,0 < 99,0+99,9
Ignition loss ,% Not more than 5

”SOCARMN ) Chircthu

51 9 & ) a 1 . _ Yy LA ,
‘)"“ 'L’b- ) &‘ "r

o
v

J

g

(n z
URKMENGAZ

OUR CUSTOMERS

GO ETHERLEX U




